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Bimetal thermometers for
industrial applications
Application
Machines, plants, pipe engineering,
boilers, heating technology

Type
D2

Nominal size
63 – 80 – 100 – 160

Measuring element
Bimetal helix

Accuracy class
1 (EN 13190)

Ranges °C
-20/60, 0/60, 0/120, 0/160

Working temperature
Full scale value

Operating pressure at thermowell
Max. 6 bar

Protection
IP 41 (EN 60529)

Standard version

Connection
Stem brass, Ø 9 mm
Thermowell G1/2B, brass, removable

Mounting position
NG 63 – 80 – 100 – 160 centre back
NG 63 – 80 – 100 – 160 bottom

Dial
Aluminium, white, dial marking black

Pointer
Aluminium, black

Housing
Sheet steel, galvanised

Push on bezel
Sheet steel, nickel-plated

Front glass
Instrument glass

Options
• Other connection types
• Other ranges
• Other stem lengths

Bimetal air duct 
thermometers
Application
Air conditioning, ventilation

Type
D2

Nominal size
63 – 80 – 100

Measuring element
Bimetal helix

Accuracy class
2 (EN 13190)

Ranges °C
-30/50, -20/60, -20/40, 0/60

Working temperature
Full scale value

Protection
IP 41 (EN 60529)

Standard version

Connection
Stem brass, Ø 9 mm
Mounting flange, steel Ø 60 mm or
back flange, steel

Mounting position
NG 63 – 80 – 100 centre back

Dial
Aluminium, white, dial marking black

Pointer
Plastic material, black

Housing
Sheet steel, galvanised

Push on bezel
Sheet steel, nickel-plated

Front glass
Plastic material

Options
• Other ranges
• Other stem lengths
• Accuracy class 1
• Flange, steel Ø 40/80 mm

Bimetal thermometers for industrial applications
Bimetal air duct thermometers

Refer to pages 188–190 for prices
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Bimetal thermometers for industrial applications/
bimetal air duct thermometers
Housing types and dimensions
Bimetal thermometers for industrial applications
Centre back connection

Bimetal air duct thermometers
Centre back connection

Bottom connection
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Dimensions (mm)

Nominal size (NG) a b b1 b2 D d1 d2 d3 d4 F G l l1 SW

63 10 24 34 63 9 3.6 51 60 43.5 G1/2B 10 21/22

80 10 24 36 80 9 3.6 51 60 52 G1/2B 10 21/22

100 10 26 36 100 9 3.6 51 60 62 G1/2B 10 21/22

160 - 32 37 160 / / - - 92 G1/2B - 21/22
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