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Division II 415Refer to page 425 for prices 

Accessories

Screws M 6 x 20, galvanized steel
Seal („Perbunan“ nitrile rubber) 
59 x 48 x 2 mm
(included in scope of delivery)

Options

Process connection/tubus
• Extended tubus 18 mm 

(also suitable for O-ring seal)
• Special materials
• Silicone-free

Diaphragm
• Special materials

Instrument connection
• Adapter for instrument 

connection G1/4/G1/2
• Cooling element (> 100 °C)
• Capillary tube

Miscellaneous
• Other filling liquids

Mounting accessories
• Welding flange 

stainless steel 1.4301 (304)

Application
For use with Bourdon tube pres-
sure gauges, pressure transducers
or pressure switches. 
For corrosive, highly viscous, 
polluted or media which tend to
harden. Especially designed for use
in the paper, pulp and lacquer indu-
stries.

Technical specifications

Process connection/tubus
Stainless steel 1.4571(316 Ti), DN 48
loose retaining flange,
stainless steel 304 (304)

Diaphragm
Stainless steel 1.4571 (316 Ti)

Seal
„Perbunan“ nitrile rubber

Instrument connection
Stainless steel 1.4571 (316 Ti)
Welded connection

Filling liquid
Glycerine

Pressure ranges
Refer to price list section

Nominal pressure
PN 40

Diaphragm seal for the paper and pulp 
industries – type MD 40

Dimensions (in mm)

MD 40

Welding flange (optional)

Weld connection ø10




