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418 Division II Refer to page 427 for prices

Type MD 71

Application
For use with Bourdon tube pres-
sure gauges. For flowing and
heterogeneous media at high pres-
sure.

Technical specifications

Process connection
Stainless steel 1.4571 (316 Ti)
G1/2B or G3/4B

Diaphragm/pressure sensor
Corrugated diaphragm pipe with
star-shaped cross section
Stainless steel 1.4571 (316 Ti), 
welded to upper body

Instrument connection
Stainless steel 1.4571 (316 Ti)
Female thread G1/2

Filling liquid
Silicone oil (FM 01)

Pressure ranges
Refer to price list section

Nominal pressure
PN 1000

Options

• Other process connections
• Connection with union nut
• Other filling liquids

Dimensions (in mm) type MD 70

Diaphragm seals for homogenising machines/
tongue type diaphragm seals

Type MD 70

Application
For use with Bourdon tube pres-
sure gauges. For highly viscous
media at high pressures. Especially
for homogenising machines.

Technical specifications

Process connection
Stainless steel 1.4404 (316 L)
loose retaining flange, stainless
steel

Diaphragm
Stainless steel 1.4404 (316 L), 
welded flush to upper body

Instrument connection
Stainless steel 1.4404 (316 L)
Welded connection

Filling liquid
Glycerine (FM 03)

Pressure ranges
Refer to price list section

Nominal pressure
PN 600

Options

• Nominal pressure PN 1600
• Other filling liquids

Homogenising machine version 
type MD 70

Tongue type diaphragm seal 
type MD 71 with fixed thread

Dimensions (in mm) type MD 71

Tongue type diaphragm seal 
type MD 71 with union nut (optional)

G1 G2 SW Ø D L1 L2 B H
G1/2 G1/2B 27 26 82 14 15 118
G1/2 G3/4B 32 32 82 16 15 118
G1/2 1/2-14 NPT 27 26 82 18 15 120




