
Division II + III 473

01

02

03

04

05

06

07

08

09

10

11

12

13

14

15

DG: H Part no. Price €

Instrument for volume flow and
temperature measurement Flowtemp 69790

Test set PGW-10-Set 39617

Test device PGW, 0/10 bar 39618

Pressure test set AS-2 with pressure measuring
instrument S2501 in plastic case 39593

Plastic case 39596

Conical test plugs 12–22 mm 0814020123

Conical test plugs 19–35 mm 0814020121

Pressure test set in plastic case without
pressure measuring instrument S 2501 39590

Pressure measuring instrument S2501 69873

Pressure test set AS-2
pressure measuring 
instrument S2501
AS-2 consists of the electronic
pressure measuring instrument 
S2501 (measuring range ±130
mbar, 0.01 mbar at 0–19.99 mbar,
refer to page 478) with plug-in test
valve with quick-action coupling,
hose fitting with conical test plugs 
12–21 mm and 18–34 mm as well
as hand ball pump.

Application
Pressure test in pipes, fittings, small
containers, primarily however for
mains gas pipe testing. Also suit-
able for checking pressure switches
and for carrying out safety tests on
pressure monitors as well as other
general pressure/vacuum and dif-
ferential pressure measurements.
Data can be accessed via infrared
interface.

Options
• EUROPRINTER thermal printer

Please refer to pages 474 to 475 for
other leak test instruments.

Test set PGW-10-Set
For water pressure in pipes and
containers. Robust and very accu-
rate pressure gauge in aluminium 
housing with zero correction ring.
Measuring range 0/10 bar. With
adapter for hose tap 1/2“ (thread
G3/4), aerator M 24 x 1 (female) and
M 22 x 1 (male). Complete with pla-
stic carrying case with insert and a
connector for car valves.

Test instrument PGW
Pressure test unit PGW in robust
aluminium housing with zero cor-
rection ring. Measuring range 
0/10 bar, with adapter for car val-
ves. Also suitable for testing water 
pressures in conjunction with adap-
ters from PGW-10-Set.

Instrument for volume 
flow and temperature 
measurement Flowtemp
For checking and adjusting water
heaters. The measuring range for
the volume flow is selected by an
instrument disc with various holes:

• 1.6 to 4 l/min
• 4 to 8 l/min
• 8 to 16 l/min

The instrument is held under an
open water tap and indicates the
water temperature at a certain flow
rate. The unit is supplied in a robust
plastic enclosure.

Pressure test set, pressure test set for water, instrument
for volume flow and temperature measurement




