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Division II 423

In-line chemical seal, intermediate flange 
version – type RD 80

Application
For use with Bourdon tube pres-
sure gauges, pressure transducers
or pressure switches. 
For flowing, corrosive and highly
viscous media; designed for direct
installation in pipes.

Technical specifications

Process connection
Stainless steel 1.4404 (316 L), 
for flanges according to EN 1092-1
design B 2, DN 25 to DN 100 or 
ASME B 16.5, 1“ to 4“

Diaphragm
Stainless steel 1.4404 (316 L), 
welded flush to body

Instrument connection
Stainless steel 1.4404 (316 L)
Female thread G1/2

Filling liquid
Silicone oil (FM 01)

Pressure ranges
Refer to price list section

Nominal pressure
PN 4 to 400
Class 150 to 6,000

Options
• Coatings
• Cooling element (> 80 °C)
• Capillary tube
• Other filling liquids

Dimensions (in mm)

Flange connection according 
to EN 1092-1 design B 2

Flange connection according to
ASME B 16.5

Refer to page 430 for prices

DN Di PN Da L H

25 28,5 4-400 68 100 29

40 43,1 4-400 88 100 29

50 54,5 4-400 100 100 29

65 70,3 4-400 120 100 29

80 82,5 4-400 138 60 29

100 107,1 4-400 160 60 29

DN Di PN Da L H

1” 28,5 150-6.000 50 100 29

11/2” 43,1 150-6.000 73,2 100 29

2” 54,5 150-6.000 91,9 100 29

3” 82,5 150-6.000 127 60 29

4” 107,1 150-6.000 157,2 60 29




