
01

02

03

04

05

06

07

08

09

10

11

12

13

14

15

Division II 349

Operating temperature range
Medium: Tmax = +150 °C
Ambient: Tmin = -20 °C

Tmax =  +60 °C

Temperature performance
Indication error when the tempera-
ture of the measuring element devi-
ates from 20 °C:
rising temp. approx. ±0.4 %/10 K
falling temp. approx. ±0.4 %/10 K
percentage of full scale value

Protection
IP 32 (EN 60529)

Standard version

Connection
Bottom, either:
1/4-18 NPT
9/16-18 UNF, with pressure screw
9/16-18 UNF, with union nut

Measuring element
Bourdon tube element
< 60 bar „C“ type bourdon tube
> 60 bar helical tube
leak tested (helium), leak rate 
< 10-9 mbar x l/s

Application
Designed for highly demanding
applications where product surface
quality and absolute purity of wet-
ted parts are of utmost importance,
particularly for measuring ultra-pure
gases.  
! When measuring gas or vapour,
the instruments must be used in
accordance with the safety recom-
mendations of EN 837-2 (see
appendix).

Type
D 3

Nominal size
63

Accuracy class (EN 837-1/6)
1.6

Ranges (EN 837-1/5)
-1/0 to -1/+15 bar
0/0.6 to 0/400 bar

Calibration medium
Nitrogen

Application area
Static load:
3/4 x full scale value
Dynamic load:
3/4 x full scale value
Short term:
full scale value

Wetted parts
Connection stainless steel 316 Ti or
316 L
Measuring element stainless steel
316 Ti or 316 L
ultrasonically cleaned, flushed with
nitrogen, electrolytically polished,
surface roughness < Ra 0.6 µm

Movement
Stainless steel

Dial
Aluminium, white
Dial marking black
Label „Ultra-pure gas“

Pointer
Aluminium, black

Housing
Stainless steel 304 with rear blow-
out

Push on bezel
Stainless steel 304, bare metal sur-
face

Front glass
Plastic

Options

• Surface roughness 
Ra 0.4/0.25 µm

• Housing polished
• Push-on bezel polished
• Electrical contacts

Bourdon tube pressure gauges for ultra-pure
gas applications

Refer to page 351 for prices
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Bottom connection, 1/4-18 NPT Bottom connection, 9/16-18 UNF, with pressure screw

Dimensions (mm)

Bottom connection, 9/16-18 UNF, with union nut Version with contacts - bottom connection, 
1/4-18 NPT

Bourdon tube pressure gauges for ultra-pure
gas applications Type D 3 – NG 63
Housing types and dimensions

Version with contacts – bottom connection, 
9/16-18 UNF, with union nut

Version with contacts – bottom connection, 
9/16-18 UNF, with pressure screw

Pressure screw
VCR 9/16-18 UNF

Protective
cover

Spanner 14

Spanner 19

Union nut
VCR 9/16-18 UNF

Spanner 16

Pressure screw
VCR 9/16-18 UNF

Protective
cover

Spanner 16

Spanner 14

Union nut
VCR 9/16-18 UNF

Spanner 19

Nominal size (NG) a b b1 b2 D D1 D2 G h h1 S S1 S2

63 9 28 66 74 63 62 64 54 57 8 48 81/4-18
NPT




