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Pressure gauges with capillary tube

Type RFK 360/40 S
Nominal size
40 mm

Connection
Capillary tube 
(refer to dimension table)

Movement
Brass

Dial
ABS

Pointer
ABS

Housing
ABS, black

Front glass
Plastic

Ranges
0/4 bar
0/6 bar

Accuracy/test point
0/4 bar/1 bar = ±0.2 bar
0/6 bar/1 bar = ±0.2 bar

Scale
Dial white – numbers black
Dial black – numbers white
Dial black – numbers yellow

Capillary length
L = 500 mm
L = 1,000 mm
L = 1,500 mm
L = 2,000 mm

Bezel
Square bezel, black
Square bezel, white
Square bezel, grey

Option
• Nominal size 37 mm (type RFK 323 )

Type RFK 320/52 S
Nominal size
52 mm

Connection
Capillary tube 
(refer to dimension table)

Movement
Brass

Dial
ABS

Pointer
ABS

Housing
ABS, black

Front glass
Plastic

Ranges
0/4 bar
0/6 bar

Accuracy/test point
0/4 bar/1 bar = ±0.2 bar
0/6 bar/1 bar = ±0.2 bar

Scale
Dial white – numbers black
Dial black – numbers white
Dial black – numbers yellow

Capillary length
L = 500 mm
L = 1,000 mm
L = 1,500 mm
L = 2,000 mm

Bezel
Crimped bezel, black
Crimped bezel, chrome-plated
Square bezel, black
Square bezel, white

Type RFK 340/45 S
Nominal size
45 x 45 mm

Connection
Capillary tube 
(refer to dimension table)

Movement
Brass

Dial
ABS

Pointer
ABS

Housing
ABS, black

Front glass
Plastic

Ranges
0/4 bar
0/6 bar

Accuracy/test point
0/4 bar/1 bar = ±0.2 bar
0/6 bar/1 bar = ±0.2 bar

Scale
Dial white – numbers black
Dial black – numbers white
Dial black – numbers yellow

Capillary length
L = 500 mm
L = 1,000 mm
L = 1,500 mm
L = 2,000 mm

Bezel
Black
White
Grey

Option
• Nominal size 37 mm (type RFK 343)

Refer to pages 214/215 for prices
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Pressure gauges with capillary tube
Dimensions (in mm) and capillary connection

Type RFK 320/52 S

Type RFK 340/45 S

Capillary

Cu with PVC coating
(R3, grey)

Capillary

Cu with PVC coating
(R3, grey)

Capillary

Cu with PVC coating
(R3, grey)

Type RFK 360/40 S

Capillary length

Panel cut out

Capillary length

Panel cut out

Capillary length

Panel cut out

Spanner 14

Spanner 14

Spanner 14




