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Differential solar controllers SD 1, 
SD 2 and SD 3

Application
Designed for use with flat plate and
tube collectors, solid fuel boilers
and stratified tanks. The basic set-
tings are made by selecting the
mounting schemes and by the
automatic sensor detection. Direct
indication of the temperatures, out-
puts and heat output. Kit including
collector sensor 1000, tank sensor
SPF 1000 and base.

Description

LAGO SD 1
For one differential control.

LAGO SD 2
For two differential control (or) one
differential control and an additio-
nal function( e.g. solar control,
solid fuel boiler control for 2 stora-
ge tanks or alternatively with solar
integration. Solar control with 2
collectors or 2 accumulators).

LAGO SD 3
For two differential control (or) for
return flow increase trough mixer
(or) for stratified tanks. AFRISO
LAGO-SD 3 features a CAN bus
interface (e.g. solar control, solid
fuel boiler control for 2 storage
tanks or alternatively with solar
integration. Solar control with 2
collectors or 2 storage tanks. Solar
control with dual or triple stratifier.

Differential solar controllers 
(series LAGO SD 1 – SD 3)

Application example LAGO SD 2 Application example LAGO SD 2

Application example LAGO SD 3 Application example LAGO SD 3

Technical specifications

Probes
Collector sensor KLF
Pt 1000, 1 kOhm

Storage tank sensor SPF
±1 % at 25 °C

SPF 1000
1 kOhm

Control unit
Adjustment range SD1 – SD3
Maximum temperature:

Collector 80 °C/180 °C
Storage tank 10 °C/130 °C
Solid fuel boiler 30 °C/130 °C

Supply voltage: AC 230 V

Power consumption: Max. 5 VA

Contact rating: 250 V, 2 (2) A

Housing: Plastic housing
W x H x D: 148 x 96 x 75 mm

Protection: IP 40 (EN 60529)

Protection class: II, protective 
insulation
(EN 60730)

DG: H          VE Part no. Price €

LAGO SD 1* 1 69294

LAGO SD 2* 1 69295

LAGO SD 3* 1 69296

Accessories/spare parts

Boiler sensor 1 69302
KLF 1000

Storage tank 1 69293
SPF 1000
* incl. sensor KLF and SPF




