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Type STW 400/972
Function
Pre-adjusted liquid filled temperature
switch with automatic reset.

Switch point
100 °C – factory pre-set
(other switch points on request)

Switch point accuracy
+0/-6 K

Switching differential
10 to 15 K

Probe element
Liquid-filled
Tmax = 135 °C

Time constant
DIN 3440

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC

Switching schematic

Accessories
2 screws M 4 x 6

Options
• Other switch points
• Other capillary lengths
• Gold-plated
• Temperature compensation

Type STB 400/971
Function
Liquid filled temperature switch
with manual reset.

Switch point
100 °C – factory pre-set 
(other switch points on request)

Switch point accuracy
+0/-6 K

Reset differential
20 ±5 K

Probe element
Liquid-filled
Tmax = 135 °C

Time constant
DIN 3440

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC
K1-2 6 (1)A 400V AC

Switching schematic

Accessories
Protective cover plastic, black
Fastening nut M 10 x 1

Options
• Other switch points
• Other capillary lengths
• Gold-plated
• Temperature compensation

Type ETB 400/961
Function
Adjustable liquid filled temperature
switch with manual reset.

Operating range
90/110 °C – adjustable

Calibration point
110 °C

Switch point accuracy
+0/-6 K

Reset differential
20 ±5 K

Probe element
Liquid-filled
Tmax = 135 °C

Time constant
DIN 3440

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC
K1-2 6 (1)A 400V AC

Switching schematic

Accessories
Protective cover plastic, black
Fastening nut M 10 x 1

Options
• Other capillary lengths
• Gold-plated
• Temperature compensation

Safety temperature switches

Refer to page 222 for prices
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Safety temperature switches
Dimensions (in mm) and capillary connection

Type STB 400/971 100 °C

Type ETB 400/961 90/110 °C

Type STW 400/972 100 °C




