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Type TRT 200/716
Switch point
Between 30 and 100 °C as 
required, factory-preset

Switch point accuracy
±3 K

Switching differential
3 ±1 K

Probe element
Liquid-filled
Tmax = 120 °C

Time constant
DIN 3440

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC
K1-2 6 (1)A 400V AC

Switching schematic

Accessories
2 screws M 4 x 6

Options
• Other capillary lengths
• Temperature compensation
• Gas-filled probe element

K K

Thermostats TRT 200

Refer to page 221 for prices

Type TRT 200/711
Operating range
0/90 °C

Tolerance
Tmin ±5 K  –  Tmax ±3 K

Switching differential
3 ±1 K

Probe element
Liquid-filled
Tmax = 120 °C

Time constant
DIN 3440

Adjustment angle
270 °

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC
K1-2 6 (1)A 400V AC

Switching schematic

Accessories
2 screws M 4 x 6

Options
• Other operating ranges
• Other capillary lengths
• Temperature compensation
• Gas-filled probe element

K K

Type TRT 200/712
Operating range
0/90 °C

Tolerance
Tmin ±5 K  –  Tmax ±3 K

Switching differential
3 ±1 K

Probe element
Liquid-filled
Tmax = 120 °C

Time constant
DIN 3440

Adjustment angle
270 °

Housing protection
IP 00

Capillary tube coating
PVC R3, black

Contact rating
K1 16 (4)A 250V AC
K1-2 6 (1)A 400V AC

Switching schematic

Accessories
2 screws M 4 x 6

Options
• Other operating ranges
• Other capillary lengths
• Temperature compensation
• Gas-filled probe element
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Thermostats TRT 200
Dimensions (in mm) and capillary connection

Type TRT 200/711 0/90 °C

Type TRT 200/712 0/90 °C

Type TRT 200/716 30/100 °C




